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Specifications

CompPak™

Angled clean-out chute 
minimizes sweep duty.

Shortest Cab-to-Trunnion (CT) 
in the industry

Body is 25% lighter 
than a conventional 
packer.

Four-pin tailgate lock to 
maximize compression 
and seal.

Inset hopper minimizes 
weight and is perfect for 
tight urban applications.

Optional service
deck.

In-cab control 
module allows 
on-site 
diagnostics. 

Highest 
compression 
tailgate seal in 
the industry 
retains high 
liquid volumes.

Shown with optional semi-
automated cart tipper.

 True self-cleaning hopper with sloped wedge-wire 
floor keeps hopper dry.

 Packer generates unbeatable force, maximizes 
waste and organics loads.

Dry Hopper Design Xtender Arm

 Can be equipped with curb and street-
side arms for one pass efficiency.

 Long reach, smooth cycle, and low 
maintenance.

 Optional wash-out system keeps body clean and free of corrosive material.

 Powder paint on high wear parts maximizes service life.  Specialized inner body 
liner also available.

Approx. Body Weight
9 755 lbs (4 425 kg)

Body Capacity
25 cu yd ( 19 cu m)

GVWR Recommended
66 760 lbs (30 290 kg)

Cab to Trunnion
148 inches (3 760 mm)

Hopper Opening Width
41 inches (1 040 mm)

Hopper Sweep Volume
5.6 cu yd/ min (4.3 cu m/ min)

Packing Force
55 psi (3.8 bar)

Auto-Pack at Base Idle
17 seconds

Arm Reach
up to 144 inches (3 655 mm)

Gripper Width
80 inches (2 030 mm)

Arm Lifting Capacity
up to 800 lbs (360 kg)

Arm Cycle Time
7-12 seconds

BODY HOPPER ARM


